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A572083.TM08X..01 94 83 33,5 25 25 16 42 47 10 21 90 M08 20-40 58-64

A572083.TM10X..01 94 83 33,5 25 25 16 42 47 10 21 90 M10 20-40 68-76

A572083.TM12X4001 94 83 33,5 25 25 16 42 47 10 21 90 M12 40 82

Presumable presence in the stock in %

 ( F )  90%( J )  40%( K )  5%( L )

ver. AUK.05-0513

Material:
Special high resistance glass fiber reinforced
technopolymer. Oils and greases resistant.

Surface:
Satin.

Lever body and insert colour:
Black (RAL 9011).

Main insert:
Zinc plated steel threaded stud. 
(Thread tolerance 6g).

Vite di fissaggio:
Vite in acciaio brunito con testa a caccaivite

Spring:
Stainless steel spring (AISI 302).

SpeciAL ReQueSTS:

• It’s possible to supply the inserts with different 
   lengths, on request and for  quantities.

• It’s possible to supply the inserts with different 
   materials, on request and for  quantities.

• It’s possible to supply the lever body with 
  colours as shown in the table at page A-31
  on request and for  quantities.

indexed clamping lever 
with 90o arm and 

male threaded insert

A - iNDeXeD AND 
FiXeD LeVeRS

LM = Maximum mouldable length.

Enter the stud length choice in the two .. of the article code. Lenghts by request with 100 pieces minimum quantity.


