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F Art. A B H m c d d3 d1 Q q g
L80744.TM05X..01 44 16 21,5 8 14 14 10 M05 16-20-25-30-40-50 10-10,5-11-11,5-12,5-13,5

L80744.TM06X..01 44 16 21,5 8 14 14 10 M06 16-20-25-30-40-50 11-12-13-14-15-16

L80744.TM08X..01 44 16 21,5 8 14 14 10 M08 16-20-25-30-40-50 18-19,5-21-22,5-25-28

L80752.TM06X..01 52 19 25,5 9,5 16,5 17 13 M06 16-20-25-30-40-50 16-17-18-19-20-21

L80752.TM08X..01 52 19 25,5 9,5 16,5 17 13 M08 16-20-25-30-40-50 23-24,5-26-27,5-30-33

L80752.TM10X..01 52 19 25,5 9,5 16,5 17 13 M10 20-25-30-40-50 31-34-37-41-46

L80767.TM06X..01 67 24 32 11 21,5 21 16 M06 16-20-25-30-40-50 24-26-27-27,5-29-30,5

L80767.TM08X..01 67 24 32 11 21,5 21 16 M08 16-20-25-30-40-50 31-32,5-34-35,5-38,5-41,5

L80767.TM10X..01 67 24 32 11 21,5 21 16 M10 20-25-30-40-50-60 38,5-41-43,5-48,5-53,5-58,5

L80767.TM12X..01 67 24 32 11 21,5 21 16 M12 20-25-30-40-50-60 44-48-51-58-65-72

F Art. A B H m c d d3 d1 Q q g
L L80744.TM06X..01cIN 44 16 22 8 14 14 10 M06 A.R. 15

L L80752.TM08X..01cIN 52 19 26 9,5 16,5 17 13 M08 A.R. 30

L L80767.TM10X..01cIN 67 24 32,5 11 21,5 21 16 M10 A.R. 48,5

Presumable presence in the stock in %

 ( F )  90%( J )  40%( K )  5%( L )

ver. LUK.15-0113

“euromodel” wingnut with 
threaded stud without cap

L - WINGNUTS  
AND  T-HANDLES

Material:
Reinforced polyamide. 
Oils and greases resistant.

Surface:
Satin.

Colour:
Black (RAL 9011).

Main Insert:
L807:        Zinc plated steel threaded stud.
L807CIN: Stainless steel (AISI 303) 
                    threaded stud.

Maximum mouldable length (LM):
L807-44:   80 mm
L807-52:   80 mm
L807-67: 100 mm

SpEcIAL rEQUESTS:
• It is possible to supply the inserts with different  
   lengths, on request and for quantities.

• It is possible to supply the inserts in different       
   materials, on request and for quantities.

• It is possible to supply the wingnuts with 
  colours as shown in the table at page L-27,
  on request and for quantities.

Version L807: Zinc plated steel threaded stud

Version L807 CIN: Stainless steel threaded stud

PROTECTED
MODEL

LM = Maximum mouldable length.

Enter the stud length choice in the two .. of the article code. Lengths by request with 500 pieces minimum quantity.

LM = Maximum mouldable length.

Enter the stud length choice in the two .. of the article code. Lengths by request with 500 pieces minimum quantity.

A.r. = by request.


