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F Art. D3 H3 d E s R d1 Q q g F1 (N)
J P82019.TM08X..01 19 10 13 6 6 6,1 M08 50-90 20-32 4000

J P82022.TM08X..01 22 11 15 6 6 6,1 M08 50-90 21-33 4000

J P82022.TM10X..01 22 11 15 8 6 7,8 M10 50-90 31-50 4000

J P82026.TM08X..01 26 12,5 18 6 6 6,1 M08 50-90 24-36 4000

J P82026.TM10X..01 26 12,5 18 8 6 7,8 M10 50-90 34-53 4000

J P82026.TM12X..01 26 12,5 18 10 6 9,4 M12 50-90 46-73 4000

F Art. D3 H3 d E s R d1 Q q g F1 (N)
L P82119.TM08X..01 19 10 13 6 6 6,1 M08 50-90 21-33 4000

L P82122.TM08X..01 22 11 15 6 6 6,1 M08 50-90 22-34 4000

L P82122.TM10X..01 22 11 15 8 6 7,8 M10 50-90 32-51 4000

L P82126.TM08X..01 26 12,5 18 6 6 6,1 M08 50-90 26-38 4000

L P82126.TM10X..01 26 12,5 18 8 6 7,8 M10 50-90 36-55 4000

L P82126.TM12X..01 26 12,5 18 10 6 9,4 M12 50-90 48-75 4000
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ver. PUK.16-0613

P - MOUNTING FEET

SMALL SOLID MOUNTING FEET

Material: Reinforced polyamide. Oils and greases resistant.

Surface: Satin.

Colour: Black (RAL 9011).

Insert: Zinc plated steel articulated, threaded stud.
 
Non-Slip Base: 
Version P821: PP-based thermoplastic rubber 60 shore black only (RAL 9011).

Special requests:

• It is possible to supply the inserts with different lenghts, on request and for quan-	
   tities.

• It is possible to supply the inserts in different materials, on request and for quanti-	
   ties.

• Upon request and for special quantities the foot can be supplied in Orange (RAL 	
   2004).

NOTE: The base of mounting foot P820 can be used in combination with other all-	
              purpose handgrips.

Enter the stud length in the two . . of the code number. It’s possible to have different lengths, by customers requests. Minimum 100 pieces.

P821 Version - Version with non-slip PP base

Art. P820 + G730

Art. P821

Enter the stud length in the two . . of the code number. It’s possible to have different lengths, by customers requests. Minimum 100 pieces.


