
W-S - 14
www.boteco.it    -  © All right reserved  -  BOTECO ® 

Any unathorized reproduction is strictly forbidden   

W795CIN - W796
W796CIN

W795

F Art. D H h s d e d2 d1 Q q g
L W795.J0401 14 33 12 5 7 6 M06 4 4 5

J W795.J0501 18 42 16 6 9 8 M08 5 5 11

J W795.J0601 22 52 20 7,5 11 10 M10 6 6 23

L W795.J0801 24 62 24 9 13 12 M12 8 8 38

F Art. D H h s d e d2 d1 Q q g
L W795.J0401ciN 14 33 12 5 7 6 M06 4 4 5

L W795.J0501ciN 18 42 16 6 9 8 M08 5 5 11

L W795.J0601ciN 22 52 20 7,5 11 10 M10 6 6 23

L W795.J0801ciN 24 62 24 9 13 12 M12 8 8 38

F Art. D H h s d e e2 s2 d2 d1 Q q g
L W796.J0401 14 33 12 5 7 6 10 4 M06 4 4 5

J W796.J0501 18 42 16 6 9 8 13 5 M08 5 5 11

J W796.J0601 22 52 20 7,5 11 10 17 6 M10 6 6 23

L W796.J0801 24 62 24 9 13 12 19 7 M12 8 8 38

F Art. D H h s d e e2 s2 d2 d1 Q q g
L W796.J0401ciN 14 33 12 5 7 6 10 4 M06 4 4 5

L W796.J0501ciN 18 42 16 6 9 8 13 5 M08 5 5 11

L W796.J0601ciN 22 52 20 7,5 11 10 17 6 M10 6 6 23

L W796.J0801ciN 24 62 24 9 13 12 19 7 M12 8 8 38
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ver. W-SUK.01-0613

Presumable presence in the stock in %
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knob indexing plunger 
with or without lock nut

W796 CIN Version: Knob-style  stainless steel indexing plunger with lock nut

W795 CIN Version: Knob-style stainless steel indexing plunger

W796 Version: Knob-style galvanised steel indexing plunger with lock nut

W795 Version: Knob-style galvanised steel indexing plunger
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Versions:
W795 Knob-style galvanised steel indexing plunger.
W796  Knob-style galvanised steel indexing plunger with lock nut.      
W795 ciN  Knob-style stainless steel indexing plunger.
W796 ciN  Knob-style stainless steel indexing plunger with lock nut.

Material:
4) Reinforced polyamide scallop knob. Cannot be removed. Resistant to oils and greases.
Versions W795 and W796
(1) Stainless steel plunger pin (AISI 303).
(2) Galvanised automatic steel indexing plunger body.
(3) Galvanised steel spring.
(5) Threaded galvanised steel lock nut (UNI 5589).
Versions W795 CIN and W796 CIN
(1) Stainless steel plunger pin (AISI 303).
(2) Stainless steel indexing plunger body (AISI 303).
(3) Stainless steel spring (AISI 303).
(5) Stainless steel lock nut (AISI 304) (UNI 5589).

ATTENTION: The manufacturer recommends making the lodging hole for the plunger pin with tolerance H7.

Packs containing 10 pieces.

SpeciAl reQueStS:

• None.
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