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W802
W802CIN - W803

W803CIN

F Art. H h h1 d2 d3 h3 e s d1 Q q g
L W802.R05 33 17 15 M10x1 M04 6 12 5 5 5 13

L W802.R06 42 20 18 M12x1,5 M05 10 14 6 6 6 22

J W802.R08 54 26 24 M16x1,5 M08 12 19 8 8 8 54

J W802.R10 65 33 31 M20x1,5 M10 12 22 10 10 10 104

F Art. H h h1 d2 d3 h3 e s e2 s2 d1 Q q g
K W803.I05CIN 33 17 15 M10x1 M04 6 12 5 17 6 5 5 20

L W803.I06CIN 42 20 18 M12x1,5 M05 10 14 6 19 7 6 6 32

J W803.I08CIN 54 26 24 M16x1,5 M08 12 19 8 24 8 8 8 62

K W803.I10CIN 65 33 31 M20x1,5 M10 12 22 10 30 9 10 10 134

F Art. H h h1 d2 d3 h3 e s d1 Q q g
K W802.I05CIN 33 17 15 M10x1 M04 6 12 5 5 5 13

L W802.I06CIN 42 20 18 M12x1,5 M05 10 14 6 6 6 22

J W802.I08CIN 54 26 24 M16x1,5 M08 12 19 8 8 8 54

K W802.I10CIN 65 33 31 M20x1,5 M10 12 22 10 10 10 104

F Art. H h h1 d2 d3 h3 e s e2 s2 d1 Q q g
L W803.R05 33 17 15 M10x1 M04 6 12 5 17 6 5 5 20

L W803.R06 42 20 18 M12x1,5 M05 10 14 6 19 7 6 6 32

J W803.R08 54 26 24 M16x1,5 M08 12 19 8 24 8 8 8 62

J W803.R10 65 33 31 M20x1,5 M10 12 22 10 30 9 10 10 134
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ver. W-SUK.01-0613

Presumable presence in the stock in %

 ( F )  90%( J )  40%( K )  5%( L )

W802 Version: Black oxide treated indexing plunger

W803 Version: Black oxide treated indexing plunger with lock nut

W802 CIN Version: Stainless steel indexing plunger

W803 CIN Version: Stainless steel indexing plunger with lock nut

W - S 
PLUNGERS

Art. W802 CIN

 
steel threaded plunger

 with or without lock nut 
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ver. W-SUK.01-0613

Presumable presence in the stock in %

 ( F )  90%( J )  40%( K )  5%( L )
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Lock nut only with
W803 version

Plunger in retracted position

W - S 
PLUNGERS

Versions:
W802	 Black oxide treated indexing plunger.
W803		  Black oxide treated indexing plunger with lock nut.	      
W802 CIN 	 Stainless steel indexing plunger.
W803 CIN 	 Stainless steel indexing plunger with lock nut.

Material:
Versions W802 and W803
(3) Zinc plated steel spring.
(2) High-resistance steel threated hexagon ring nut.
(1) Hardened hight resistance steel plunger pin.
(4) Threaded steel lock nut (UNI 5589).
Versions W802 CIN and W803 CIN
(3) Stainless steel spring.
(2) Stainless steel threaded hexagon ring nut (AISI 303).
(1) Stainless steel plunger pin (AISI 303).
(4) Threaded stainless steel lock nut (AISI 304) (UNI 5589).

ATTENTION: The manufacturer recommends making the lodging hole for the plunger pin 	
                         with a tolerance of H7.
ATTENTION: Nut supplied assembled (for version W803 and W803 CIN).

Surfaces:
Versions W802 and W803
(1.2.4) Black-oxide finish.
Versions W802 CIN and W803 CIN
(1.2.4) Natural.

Packs containing 10 pieces.

Special requests:

• On request the nut can be supplied separate.

Art. W802 CIN

Art. W802 CIN

Art. W802 CIN

N.B.: THIS VERSION OF PLUNGER CAN BE COM-
BINED WITH ANY HANDWHEEL WITH THREADED 
INSERT ORDER SEPARATELY (See photos below).


