1-041.05SL Fastener 9.5 SNAP-LINE

for cutout 9.5, with Phillips insert and leaf spring, tool-less installation

Benefits:

» Fastener for joining sheet metal panels.

» Sheet metal panels are easily joined by
manually pushing the Fastener through
the panel cutout.

» This Fastener can be disengaged from
the front of the panel using a Phillips H2
screwdriver.

» Save up to 90% assembly time.

» The (S) Dimension indicates the total
thickness of the sheet metal panels.

» One piece, completely pre-assembled.

> Delivery time on request!

Fastener with Leaf Spring

Part Number Clamping range (S)
a) 294-9113.00-00017 156-20mm
a) 294-9113.00-00026 25-28mm
a) 294-9113.00-00030 29-32mm
a) 294-9113.00-00034 33-36mm
a) 294-9113.00-00042 41-44mm
b) 294-9119.00-00037 35-40mm
b) 294-9119.00-00046 45-48mm
b) 294-9119.00-00050 49-52mm
b) 294-9119.00-00054 53-56mm
b) 294-9119.00-00062 6,1-64mm

@ Additional Information:

294-9113.00-00026, 294-9113.00-00030,
294-9113.00-00034, 294-9113.00-00042,

294-9119.00-00037, 294-9119.00-00046, Delivery time on request!

294-9119.00-00050, 294-9119.00-00054,
294-9119.00-00062

Material:

» Housing: zinc die, untreated
> SNAP wedges: sintered steel
» Leaf spring: stainless steel
» Insert: Aluminium, hardened

1. = Leaf spring

2. = SNAP wedges

3. = Cutout rear panel
4. = Cutout front panel

Removal:
By turning the screwdriver

counterclockwise, the SNAP wedges are
retracted. The leaf spring pushes the
fastener out of rear panel, however, the
U-shaped spring holds the fastener

captive in the front panel.

Insert Dimension X
Phillips H2 11
Phillips H2 11
Phillips H2 11
Phillips H2 11
Phillips H2 11
Phillips H2 13
Phillips H2 13
Phillips H2 13
Phillips H2 13
Phillips H2 13

Captive
Yes
Yes
Yes
Yes
Yes

Yes

Yes

Yes

Installation type

Tool-less

Tool-less

Tool-less

Tool-less

Tool-less

Tool-less

Tool-less

Tool-less

Tool-less

Tool-less
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Installation Installed Removal
rear panel leaf spring

rear panel

the SNAP wedges retract.
The leaf spring pushes the Fastener out of
the rear panel.
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