7-0771 Compression Latch with Spring
Loaded Flap

Compression latch with spring loaded flap. The open flap indicates locking position and protects against
dust and water

Benefits: Material:

» Compression 6mm. » Housing, flap, insert, grounding nut:
» Vibration-proof. stainless steel AISI 316Ti

» RH and LH version. » Screw, nut: stainless steel

» The flap is standing upright (90°) in » Spring: stainless steel

unlocked position and closes first, when = 0-Ring: NBR
compression latch is closed securely.

» Flat seal damps the flap as well.

» On request available with reflecting 1. = Flat external seal
sticker on the inside.

= Version b) secured against unintended
opening at low pressure or high-speed.

» Circumferential handle bar allows easy
handling also with work- or safety gloves.

Compression latch, version RH

Part Number Insert ploLsing Door-thickness Material Surface Grounding type it lEifa Compression Copstpcten
length type depth
a) 248-9603.00-00001 Double bit 3mm pin 1225 max.8mm stainless steel  stainless steel  Grounding nut screw-on 6 mm 37,5 mm
a) 248-9603.00-00002 Double bit 5mm pin L22.5 max.8mm stainless steel  stainless steel  Grounding nut screw-on 6 mm 37,5 mm
a) 248-9603.00-00003 Square 8mm 1225 max.8mm stainless steel  stainless steel  Grounding nut screw-on 6 mm 37,5 mm
a) 248-9603.00-00004 Triangular 8mm L22.5 max.8mm stainless steel  stainless steel  Grounding nut screw-on 6 mm 37,5 mm
a) 248-9603.00-00005 Conical square 9mm 1225 max.8mm stainless steel  stainless steel  Grounding nut screw-on 6 mm 37,5 mm
Compression latch, version LH
Part Number Insert oreing Door-thickness Material Surface Grounding type il Compression Constuclion
length type depth
a) 248-9652.00-00002 Double bit 5mm pin L22.5 max.8mm stainless steel  stainless steel  Grounding nut Screw-on 6 mm 37,5 mm
a) 248-9652.00-00003 Square 8mm 1225 max.8mm stainless steel  stainless steel  Grounding nut screw-on 6 mm 37,5mm
a) 248-9652.00-00004 Triangular 8mm L22.5 max.8mm stainless steel  stainless steel  Grounding nut screw-on 6 mm 37,5 mm
a) 248-9652.00-00005 Conical square 9mm 1225 max.8mm stainless steel  stainless steel  Grounding nut screw-on 6 mm 37,5mm
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Compression latch, version RH, spring secured

Part Number

248-9604.00-00001
248-9604.00-00002
248-9604.00-00003
248-9604.00-00004

248-9604.00-00005

Insert

Double bit 3mm pin
Double bit 5mm pin
Square 8mm
Triangular 8mm

Conical square 9mm

Housing Door-

length thickness
L22.5 max.8mm
L22.5 max.8mm
L22.5 max.8mm
L22.5 max.8mm
L22.5 max.8mm

Material

stainless steel

stainless steel

stainless steel

stainless steel

stainless steel

Compression latch, version LH, spring secured

Part Number

248-9653.00-00001

248-9653.00-00002

248-9653.00-00003

248-9653.00-00004

248-9653.00-00005

6-100

6-101

7-105.01

200-0916.00-00000

Insert

Double bit 3mm pin
Double bit 5mm pin
Square 8mm
Triangular 8mm

Conical square 9mm

Complementary Products:

bousing Door-thickness

length

L22.5
L22.5
L22.5
L22.5

1225

max.8mm

max.8mm

max.8mm

max.8mm

max.8mm

Material

stainless steel

stainless steel

stainless steel

stainless steel

stainless steel

Surface

stainless steel
stainless steel
stainless steel
stainless steel

stainless steel

Surface
stainless steel
stainless steel
stainless steel
stainless steel

stainless steel

Key

Multi Key

Grounding type

Grounding nut
Grounding nut
Grounding nut
Grounding nut

Grounding nut

Grounding type
Grounding nut
Grounding nut
Grounding nut
Grounding nut

Grounding nut

Installation

type
screw-on
screw-on
screw-on
screw-on

screw-on

Installation

type

screw-on
screw-on
screw-on
screw-on

screw-on

Compression
6 mm
6 mm
6 mm
6 mm

6 mm

Compression
6 mm
6 mm
6 mm
6 mm

6 mm

Cams L.35/45 without Ramp and Stop

Flat external seal for prod.system 7-071

Construction

depth
37,5 mm
37,5 mm
37,5 mm
37,5 mm

37,5 mm

Construction

depth
37,5 mm
37,5mm
37,5 mm
37,5mm

37,5 mm
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