7-331 Quarter-Turn - Firefighting

stainless steel AISI 316Ti

Benefits:

» Quarter-turn for firefighting.

» Both the triangular adapter on the
fireman’s axe to DIN 14924 and the
hydrant spanner A or B to DIN 3223 can
be used as a key.

> Properties of material AISI 316 Ti: the
titanium increases even further the
corrosion resistance particularly the
intercristalline corrosion at the grain
boundaries.

» Price and delivery time on request.

Quarter-turn

Part Number Housing length

a) 290-9401.00-00000 L26

Material:

» Housing, insert, serrated screw and nut:

stainless steel AISI 316Ti
» Spring washer: stainless steelAIS| 316L
» Cam: stainless steel AISI 304

Door-thickness Material

max.5mm stainless steel

Surface

Installation type

stainless steel screw-on
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Complementary Products:

200-0506.00-00000

200-0508.00-00000

200-0510.00-00000

200-0514.00-00000

200-0516.00-00000

200-0518.00-00000

200-0520.00-00000

200-0522.00-00000

200-0524.00-00000

200-0526.00-00000

200-0528.00-00000

200-0532.00-00000

200-0550.00-00000

200-0002.00-00000

Cam
Cam
Cam
Cam
Cam
Cam
Cam
Cam
Cam
Cam
Cam
Cam
Cam

Assembling cam with o-ring

10.10.2017 /1810 CET /1216151139
www.dirak.com | 7-331 Quarter-Turn - Firefighting | Page 2



2.8
(0.110)

a

~

a1

»

~

&

o

|
| [ [ 1]
T T iR
x | 5| g
— | | R
= 0 | 4
| : N . Y, L ] . §
ﬁ" — \,/f/ | | | TS
< O
s O
N | ¢32.20.20%) s
b) o
L45%2 ‘ = Cutout
= incl. paint

33,110

10.10.2017 /1810 CET /1216151139
www.dirak.com | 7-331 Quarter-Turn - Firefighting | Page 3


http://www.tcpdf.org

