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F Art. D H d1 6H Q q g
l Y653012.VBM03X.. 12 2,5 M03 6-10-20 3-3-4

l Y653016.VBM04X.. 16 3,5 M04 10-16 6-7

l Y653020.VBM05X.. 20 4 M05 10-16-25 11-12-14

l Y653024.VBM06X.. 24 5 M06 12-16-25-30-35-40 20-21-23-24-25-26

l Y653030.VBM08X.. 30 6 M08 16-20-25-35-40 37-39-40-43-48

l Y653036.VBM10X.. 36 8 M10 20-30-40 72-76-80

F Art. D H d1 6H Q q g
l Y653012.INM03X..CIN 12 2,5 M03 6-10-20 3-3-4

l Y653016.INM04X.. CIN 16 3,5 M04 10-16 6-7

l Y653020.INM05X.. CIN 20 4 M05 10-16-25 11-12-14

l Y653024.INM06X.. CIN 24 5 M06 12-16-25-30-35-40 20-21-23-24-25-26

l Y653030.INM08X.. CIN 30 6 M08 16-20-25-35-40 37-39-40-43-48

l Y653036.INM10X.. CIN 36 8 M10 20-30-40 72-76-80

Presumable presence in the stock in % ver. YUK.01-1217

DIN 653 DIAMOND KNURLED THUMB SCREW WITH 
THREADED DOME-END STUD

Material:
Y653:	 Standard steel.
Y653CIN:	 Stainless steel, (Aisi 303).

Surface finish:  
Turned finish.

Colour: 
Y653:	 Standard black-oxide treatment.
Y653CIN:	 Natural.

Hole: 
Threaded stud, (thread tolerance 6g).

SPECIAL REQUESTS:

• None.


