1-078 Kompressions-Drehriegel Pr20.1 «{o»@

Benefits:

» Compression 6mm.

» Vibration-proof.

» RH and LH version.

» The coloured marking on the casing top
indicates the opened/closed position in
form of a padlock.

» IP 65/67 according to DIN EN 60529.

» The H-dimension can be varied via the
cranking of the cams.

» Grounding by grounding nut.

Material:

> Housing, insert: zinc die, chrome plated
glossy

» Axis: steel, zinc plated

» Grounding nut: zinc die

Negatively bent cams can not be installed
pre-assembled.

1. = Foamed sealing PUR

Compression Latch, short axis

Part Number Insert Door-thickness Version Compression Construction depth

a) 248-9802.01-01201 Square 8mm max.22mm RH 6 mm 48 mm
a) 248-9803.01-01201 Double bit 3mm pin max.22mm RH 6 mm 48 mm
a) 248-9804.01-01201 Double bit 5mm pin max.22mm RH 6 mm 48 mm
a) 248-9807.01-01201 Triangular 8mm max.22mm RH 6 mm 48 mm
a) 248-9808.01-01201 Conical square 9mm max.22mm RH 6 mm 48 mm
b) 248-9802.01-02201 Square 8mm max.22mm LH 6 mm 48 mm
b) 248-9803.01-02201 Double bit 3mm pin max.22mm LH 6 mm 48 mm
b) 248-9804.01-02201 Double bit 5mm pin max.22mm LH 6 mm 48 mm
b) 248-9807.01-02201 Triangular 8mm max.22mm LH 6 mm 48 mm
b) 248-9808.01-02201 Conical square 9mm max.22mm LH 6 mm 48 mm

Complementary Products:

1-102.01 Cams L45 without Ramp and Stop
c) 6100 Key

200-4103.00-00000 Dust cap

200-4601.00-00000 Anti-rotation Device

200-4601.02-00000 Anti-rotation Device

10.10.2017 /17:35 CET /0617071146
www.dirak.com | 1-078 Kompressions-Drehriegel Pr20.1 | Page 1



a), b) @32 [1.260] E’
@) >$ vE.,
] } ‘\l
T 1%% — 1.
JL,,_ AAAAA ! | g ~———
D T . e
\ | Sk
¢ " =
‘ i ) @
L o ‘ < 1 _ |
N [ L r :
N - . e "F—‘J’\ ©'
S, - . @ I
' < / 2 o, *
S 0 \ 2. = !

+0.1 \—/

[020.1
[0.791]

10.10.2017 /17:35 CET / 0617071146
www.dirak.com | 1-078 Kompressions-Drehriegel Pr20.1 | Page 2



Operation

First 90° rotation: the cam latches A further 90° rotation will pull

open, unlatched position behind the frame into the locked the already latched cam towards

position. The door cannot be opened. the frame around 6mm [0.236]:
the seal is compressed, the
door is latched and free of play.
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