7-079 Compression Latch Pr20.1

Elegant, low profile Compression latch
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Benefits: Material:

» Compression 6mm. » Housing, insert and axle: stainless steel

» Vibration-proof according to DIN EN AISI 316 &7 4
61373. » Grounding nut: stainless steel AISI 316L N

» RH and LH version. » Cam, serrated washer and nuts M8:

» The coloured marking on the casing top stainless steel AISI 304
indicate the opened/closed position in
form of a padlock.

» The installation depth in uncompressed 1. = Foamed sealing PUR
condition is 69mm (2.717).

» |P 65/67/69K according to DIN EN
60529/ DIN 40050.

» The H-dimension can be varied via the
cranking of the cams.

» The cam can be varied to +6mm (0.236)
via nuts (included) on the axis.

Compression latch, version RH

Part Number Insert Door-thickness Material Surface Eloiing sl Ertm Compression v?riable_ O
type type H-dimension depth

a) 248-9200.00-00000 Square 6mm max.22mm stainless steel stainless steel Grounding nut ~ screw-on 6 mm 17-73 mm 69 mm
a) 248-9201.00-00000 Square 7mm max.22mm stainless steel stainless steel Groundingnut  screw-on 6 mm 17-73 mm 69 mm
a) 248-9202.00-00000 Square 8mm max.22mm stainless steel stainless steel Grounding nut ~ screw-on 6 mm 17-73 mm 69 mm
a) 248-9203.00-00000 Double bit 3mm pin max.22mm stainless steel stainless steel Groundingnut ~ screw-on 6 mm 17-73 mm 69 mm
a) 248-9204.00-00000 Double bit 5mm pin max.22mm stainless steel stainless steel Grounding nut ~ screw-on 6 mm 17-73 mm 69 mm
a) 248-9205.00-00000 Triangular 6.5mm max.22mm stainless steel stainless steel Groundingnut ~ screw-on 6 mm 17-73 mm 69 mm
a) 248-9206.00-00000 Triangular 7mm max.22mm stainless steel stainless steel Grounding nut ~ screw-on 6 mm 17-73 mm 69 mm
a) 248-9207.00-00000 Triangular 8mm max.22mm stainless steel stainless steel Groundingnut ~ screw-on 6 mm 17-73 mm 69 mm
a) 248-9209.00.00000 Hex.SW 11 max.22mm stainless steel stainless steel Groundingnut ~ screw-on 6 mm 17-73 mm 69 mm
a) 248-9208.00-00000 Conical square 9mm max.22mm stainless steel stainless steel Groundingnut ~ screw-on 6 mm 17-73 mm 69 mm
a) 248-9210.00.00000 Conical triangular 7mm max.22mm stainless steel stainless steel Grounding nut ~ screw-on 6 mm 17-73 mm 69 mm
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Compression latch, version LH

Part Number Insert Door-thickness Material Surface Eindhg etallaien Compression v.:arlablg Eonstucton
type type H-dimension depth

a) 248-9250.00-00000 Square bmm max.22mm stainless steel stainless steel Groundingnut ~ screw-on 6 mm 17-73mm 69 mm
a) 248-9251.00-00000 Square 7mm max.22mm stainless steel stainless steel Grounding nut ~ screw-on 6 mm 17-73 mm 69 mm
a) 248-9252.00-00000 Square 8mm max.22mm stainless steel stainless steel Groundingnut ~ screw-on 6 mm 17-73mm 69 mm
a) 248-9253.00-00000 Double bit 3mm pin max.22mm stainless steel stainless steel Grounding nut  screw-on 6 mm 17-73 mm 69 mm
a) 248-9254.00-00000 Double bit 5mm pin max.22mm stainless steel stainless steel Groundingnut ~ screw-on 6 mm 17-73mm 69 mm
a) 248-9255.00-00000 Triangular 6.5mm max.22mm stainless steel stainless steel Grounding nut  screw-on 6 mm 17-73 mm 69 mm
a) 248-9256.00-00000 Triangular 7mm max.22mm stainless steel stainless steel  Grounding nut ~ screw-on 6 mm 17-73 mm 69 mm
a) 248-9257.00-00000 Triangular 8mm max.22mm stainless steel stainless steel Grounding nut  screw-on 6 mm 17-73 mm 69 mm
a) 248-9259.00.00000 Hex.SW 11 max.22mm stainless steel stainless steel  Grounding nut ~ screw-on 6 mm 17-73 mm 69 mm
a) 248-9258.00-00000 Conical square 9mm max.22mm stainless steel stainless steel Grounding nut  screw-on 6 mm 17-73 mm 69 mm
a) 248-9260.00.00000 Conical triangular 7mm max.22mm stainless steel stainless steel  Grounding nut ~ screw-on 6 mm 17-73 mm 69 mm

Complementary Products:

200-4601.00-00000 Anti-rotation Device

200-4601.02-00000 Anti-rotation Device

200-4103.00-00000 Dust cap

6-100 Key

7-077SL Height Adjustable Cam L45 SNAP-LINE

7-105.01 Cams L35/45 without Ramp and Stop
b)
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the H-dimension can be adjusted variable
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]
open, unlatches position  First 90 ° rotation: the cam latches A further 90° rotation will pull the
behind the frame into the locked already latched cam towards the
position. The door cannot be opened.  frame: the seal is compressed,
the door is latched and free of play.

Insert version and
Design:

RH or LH
see table a)

Compression Latch with Cam and Accessories

248-92AA.00- X Y L CC

Accessories on table a): Accembling of Cam: length of Cam:  Cranked Cam CC:
0= without Accessories 0= without Cam 0= without Cam  see table b)

1= Serrated lock washer 840-6798.00-00023 1= Cam not assembled 1=L35

2= Dustcap 200-4103.00-00000 (attached looese) 2=1L45

3= Serrated lock washer + Dustcap
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