
3-150.02 Swinghandle FS PrC with

combination lock

Advantages Materials 

Swinghandle a) and b) with combination lock. 

Swinghandle c) with additional barrel cylinder,

keyed alike / keyed different. Can

be unlocked by comination lock or cylinder

barrel. 

Modifying the comination only in opened state

possible. 

For rod latch system see product system

3-130, 3-132.02, 3-165 or 3-170. 

RH / LH application. 

IP65 according to DIN EN 60529 - version

dish with cap. 

Outside the sealed area - version dish with

hook. 

Swinghandle: zinc die, chrome plated

or black or PA, black

Dish: PA, black

   

   

Swinghandle zinc die, dish PA with combination lock  

   

 Part Number Latching type Surface handle Surface dish Dish Installation type

a) 107-9264.00-00000 combination lock chrome plated black with cap (IP65) screw-on

a) 107-9266.00-00000 combination lock black black with cap (IP65) screw-on

b) 107-9265.00-00000 combination lock chrome plated black with hook screw-on

b) 107-9267.00-00000 combination lock black black with hook screw-on

 

   

Swinghandle PA with combination lock and cylinder barrel  

   

 Part Number Latching type Surface handle Surface dish Dish Installation type

c) 107-9274.00-00000 keyed alike DIRAK

1333

black black with cap (IP65) screw-on
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c) 107-9276.00-00000 Combination lock

and keyed alike

(specify key number)

black black with cap (IP65) screw-on

 

Complementary products

3-130 Rod Latch FS PrC 

3-170 Rod Latch FS PrC 

3-132.02 Rod Latch RS PrC 

3-165 Rod Latch FS PrA, PrB and PrC 

Function extension

d) 3-011 Grounding clip 
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